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Hercules Node EnhancementS
6000-0000-04

• All inputs are bi-polar (Vbatt or Ground) and fully software selectable – no blocking 
   diodes are required
• New power studs with molded flanges are designed to prevent rotation when 
   terminals are over tightened, and to provide added protection against water intrusion
• 24 volt version is now available
• Increased voltage drop-out period; for enhanced operations in extreme environments.
• OffDelay/OnDelay - The feature allows the OEM to have a delay for any output, for 
   the on or off transition.

Climate Control Module
0N70-1519-03 – Climate Controller Fahrenheit
0N70-1519-04 – Climate Controller Celsius

• Dedicated node specifically for climate control.
• Control two fans, AC Compressor, condenser, evaporator switches 
   and other interlocks.
• Use this module with a Vista III display node for a fully automated  
   climate control system.

GPS Navigation Unit
6550-0000-00 –  GPS Navigation Unit

• WAAS enabled – allowing position accuracy of better than 3 meters 95% of the time
• Easy Installation – hideaway under seat or dash with included mounting hardware
• Announces streets by name to help keep your eyes on the road (with optional  
   speaker or add your own)
• External antenna, wire harness, RF remote control included
• Preloaded maps – City Navigator® North American NT
• SD card slot available to load custom points of interest, additional map data,  
   and future software updates
• Unit dimensions: 1.06”H x 4.75”W x 4.63”L
• Weight: 6 ounces
• Operating Voltage: 9.5V to 25 V; 0.12 Amp draw (max 1.0) at 13V
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Vista III Enhancements
Sleep Mode
A new feature is the ability to send a command on the V-MUX network that puts a Vista III into “Sleep Mode”.  With this new 
ability, the Vista III can be programmed (by the OEM) to go to "sleep" based on a command on the network.

Automatic Screen Switching on Vista III
This allows the Vista III to automatically switch screens based on a defined relationship. To do this, the OEM can drag a 
relationship to the screen that you wish the Vista III to automatically switch to; as though it was an output.

USB direct download to Vista III
This will allow for a direct connection to the Vista III from a PC. However, only Vista III units shipped after June 1st, 2007 will be 
directly compatible. Existing field units will require a software upgrade – see www.weldoninc.com for details.
• No need for specialty tools (transceiver) to download the Vista III
• Three times faster downloads
• Use the USB cable from your printer or other peripheral device

Output naming detail on V-MUX diagnostics errors
Diagnostics errors on the Vista display will use more intuitive names, like left scene light; instead of just Node 1, Pin R - output 6. 
This feature will make it more intuitive to identify a potential issue. 



ORDER NOS. DESC. AMP DRAW

5801-0100-10 Stop/Turn and Tail 0.59/ 2.1

5801-0100-11 Red Arrow Turn 0.59/ 2.1

5801-0100-20 Park and Turn, Amber 0.59/ 2.1

5801-0200-21 Amber Arrow Turn 0.59/ 2.1

5802-0100-10 LED Stop/Turn and Tail .08/.38

5802-0100-20 LED Park and Turn, Amber .08/.38
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OUTRIGGER LAMP
9186-2366-10, LED Dual-Face Red/Red 
This dual faced outrigger lamp addresses illumination for aerial applications. Tough 
polycarbonate lenses are sealed to keep electronics free from moisture and dirt.

• Polycarbonate lenses
• Fully encapsulated electronics
• Gen II LEDs, 0.7 Amp draw
• Chrome plated, die-cast zinc housing
• Pedestal mount
• Measures 4.17” diameter x 4.6” tall x 1.69” wide

5800 Series  
STOP, TURN & TAIL LIGHTING 
The 5800 Series lamps provide the same lens illumination area as a 7”  
round in an updated rectangular style.  The all plastic construction is fully 
sealed to prevent dirt and moisture infiltration, at an economical price.   
The integral connector provides a quick and weatherproof connection.  

• Fully sealed, all plastic construction
• Polycarbonate lens – slim profile
• Die-cut closed cell foam rubber mounting gasket
• 5801 – Designed to fit in 4" grommet mount cut out
• 5801 – 32 cp, 0.59/ 2.1 Amp draw
• 5802 – Requires 1.5" cut out
• 5802 – 21 LEDs  - .08/.38 Amp draw
• Measures 8.5"x5.25"

Stop, Turn & Tail
5801-0100-10 – Stop/Turn and Tail
5801-0100-11 – Red Arrow Turn
5802-0100-10 – LED Stop/Turn and Tail 

• 5801-0100-10 & 5802-0100-10 vertical or horizontal mount

Turn & Park
5801-0100-20 – Park and Turn, Amber
5801-0200-21 – Amber Arrow Turn
5802-0100-20 – LED Park and Turn, Amber

• 5801-0100-20 & 5802-0100-20 vertical or horizontal mount

ORDER NOS. DESC. AMP DRAW

9186-2366-10 LED Dual-Face Red/Red 0.7
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5800 SERIES 
BACKUP LIGHTS 
The 5800 Series lamps provide the same lens illumination area 
as a 7” round in an updated rectangular style.  The all plastic 
construction is fully sealed to prevent dirt and moisture 
infiltration, at an economical price.  An integral connector 
provides a quick and weatherproof connection.

• Fully sealed, all plastic construction
• Polycarbonate lens
• Slim profile
• Die-cut closed cell foam rubber mounting gasket
• 5801 - Designed to fit in 4" diameter grommet mount cut out
• 5802 - Requires only 1.5" diameter clearance hole for plug
• 5801 - Vertical or horizontal mount
• 5801 - 32 cp – 2.1 Amp draw
• 5802 - 21 LEDs, 0.27 Amp draw
• Measures 8.5"x5.25"

4” LED Backup LIGHT
These 4" LED backup lights are all plastic construction; are fully sealed to prevent 
dirt and moisture infiltration. The 9186-5515 flange mounting secures the lamp to 
the vehicle; and an MP150 connector provides a quick connection. 

• Fully sealed, all plastic construction
• 0.34 Amp draw
• MP150 sealed connector (9186-5515-31 only)

LED License Lamp
This black ABS lamp is only 2.8" wide and extends only 2" from the mounting 
surface making it the smallest LED license lamp on the market.  

• Smallest LED license lamp on the market
• Integral molded mounting pad
• Two wire, isolated ground
• 0.10 Amp draw

ORDER NOS. DESC. AMP DRAW

5801-0100-30 Incandescent Back up, Clear 2.1

5802-0100-30 LED Backup, Clear Vertical Mount 0.27

ORDER NOS. DESC. AMP DRAW

9186-5515-31 LED, Clear, 4" flange mount 0.34

9186-5526-30 LED, Clear, 4" grommet mount 0.34

ORDER NOS. DESC. AMP DRAW

8102-0100-30 LED License Lamp 0.10
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8” LED INTERIOR DOME LAMP
This recessed interior lamp uses patented V-Led technology and provides an 
alternative to the 8040 and 8046 series (incandescent and halogen versions). This lamp 
minimizes heat and vibration issues, and requires less amperage current draw.

• Stainless steel body
• Patented V-LED technology
• 15W LED vs. 35W halogen
• Minimizes heating issues
• Meets GSA-KKK illumination requirements at cot and floor
• Hi/low operation
• Standard recessed stainless steel housing
• 1.25 Amp draw

8080/8081 Series LED CAB DOME Light
This newly redesigned housing features simplified installation and is now available in LED.  
Available in black or grey bezel, and in +Battery (-8000) for multiplexed systems,  
or Ground (-7000) switching configurations.

• Newly redesigned for LED operation
• Redesigned housing
• Black (8080) or grey (8081) bezel
• +Battery (-8000) or ground (-7000) switching configurations
• Meets NFPA Illumination

2630/2631 Series Dome/Pump Panel Lamp
The 2630 and 2631 lamps can be used as a dome or in pump panel applications directly replacing  
the 2030 series lamps.  The LED version features a slim profile allowing for improved clearance and  
lowered amperage current draw.  Both lamps are all plastic construction and fully sealed; to  
prevent moisture, dirt and corrosion issues. 

• Directly replaces current 2030 series pump panel and compartment lamps
• Fully sealed, all plastic construction
• 2630 - 21 CP Incandescent – 1.44 Amp draw
• 2631 – 20 LEDs - 0.3 Amp draw
• 2631 – Slim Profile 
• Measures 2.5"x6"

ORDER NOS. DESC. AMP DRAW

2630-0000-30 Incandescent Sealed lamp 1.44

2631-0000-30 LED Sealed lamp 0.3

ORDER NOS. DESC. AMP DRAW

8048-0000-30 LED 8” Interior Dome 1.25

ORDER NOS. DESC. AMP DRAW

8080-0000-13 Dual dome, bulb, ground switched, black bezel, red/clear 2

8080-1000-13 Dual dome, bulb, +Batt switched, black bezel, red/clear 2

8080-7000-13 Dual dome, LED, ground switched, black bezel, red/clear 0.4

8080-8000-13 Dual dome, LED, +Batt switched, black bezel, red/clear 0.4

8081-0000-13 Dual dome, bulb, ground switched, grey bezel, red/clear 2

8081-1000-13 Dual dome, bulb, +Batt switched, grey bezel, red/clear 2

8081-7000-13 Dual dome, LED, ground switched, grey bezel, red/clear 0.4

8081-8000-13 Dual dome, LED, +Batt switched, grey bezel, red/clear 0.4
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Rectangular LED Marker LamPS
This LED Marker lamp is an alternative to the 5000 marker 
light series, and fits the Weldon 5006 shield.   
The mounting screws are hidden beneath the lens for  
a clean appearance.

• Direct replacement for Weldon 5000 incandescent marker
• Fits Weldon 5006 Shield
• 0.10 Amp draw
• All plastic construction
• 2 wire, isolated ground
• Measures 3.75” x 1.5”
• Mounting screws hidden beneath lens for clean appearance
• Mounting pad seals lamp to mounting surface

Truck Style LED Marker LampS
This marker lamp is fully sealed plastic construction to prevent 
moisture, dirt and corrosion issues at an economical price.  

• Fully sealed plastic construction
• 3 Gen II LEDs - .10 Amp draw
• 2 wire, isolated ground
• Measures 4.8"x 2.0”

5060 SERIES MARKER LAMPS
This triangular marker light features all plastic construction and is fully 
sealed; to prevent moisture, dirt and corrosion issues. The 5060-7000 
LED is for roof mount marker light applications only.  The 5060-1900 
has a replaceable #168 bulb and can be mounted in vertical or  
horizontal positions.

• Fully sealed all plastic construction
• 2 wire isolated ground
• 5060-1900 – replaceable 168 bulb - .35 Amp draw
• 5060-7000 – LED, 0.10 Amp draw
• Measures 3.83” x 3.08”

ORDER NOS. DESC. AMP DRAW

9186-5000-10 LED Marker Light Red 0.10

9186-5000-20  LED Marker Light Amber 0.10

ORDER NOS. DESC. AMP DRAW

9186-1585-10 LED Marker Light Red 0.10

9186-1585-20 LED Marker Light Amber 0.10

ORDER NOS. DESC. AMP DRAW

5060-1900-10 Incandescent Marker Light Red 0.35

5060-1900-20 Incandescent Marker Light Amber 0.35

5060-7000-10 LED Cab Marker Light Red 0.10

5060-7000-20 LED Cab Marker Light Amber 0.10



LED Perimeter Warning Lights
With incredible brightness, unmatched directional visibility, customized pattern and styling flexibility, and unique serviceability, the new, 
patent-pending LED Perimeter Warning Light is loaded with powerful innovations that deliver unprecedented performance!

Exclusive Features:
• Utilizes patented V-LED technology that provides industry leading brightness, thermal performance, and reliability
• Unique V-LED design allows field upgrade of LEDs
• Pure-Pattern™ optical elements provide optimal light output
• Exceeds industry requirements (NFPA, SAE, KKK-A-1822)
• Four independently controlled LED segments allow for unmatched flash pattern  
   options (left/right, up/down, x-pattern, chasing, and many more)
• Unmatched styling flexibility through the used of colored and colorless optical elements
• Flush mount design utilizes only four screw holes and a wire exit hole in vehicle.  Mounting  
   pattern is common with most popular style lamps.
• Injection molded mounting pad is integrated with lamp head
• High impact polycarbonate lens with scratch and haze resistant hard-coating provides  
   a lifetime of durability and clarity
• Four-wire lamp hook-up (power, ground, sync, and secondary enable wires)
• Chrome trim bezel option with injection molded gasket
• 12 and 24V operation
• Protected against reverse polarity, ESD, and transient voltage spikes (J1113-11)
• Fully tested for RF interference and susceptibility

Lamp Configuration:
• Tailor your own unique look with downloadable, customized flash patterns
• Lamp is completely reconfigurable via wireless download without  
   removing lens or lamp from vehicle
• Wireless application software runs on any Windows CE device with an  
   IrDA communications port (PPC 2003 or later and .NET Compact  
   Framework 2.0 required)
• Primary and secondary patterns, A/B flash phase, secondary activation  
   polarity, and security mode can be transmitted to lamp in under a second

LED PERIMETER WARNING LIGHTS
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Wireless lamp configuration capability

Patented V-LED design allows 
replacment of LEDs



Akron Brass is ISO 9001: 2000 
registered from the internationally 
recognized British Standards Institution 
(BSI).  This achievement attests to our 
commitment of servicing our customers

WARRANTY AND DISCLAIMER: We warrant Akron Brass products for a period of five (5) years* after purchase against defects in materials or workmanship. Akron Brass 
will repair or replace product which fails to satisfy this warranty. Repair or replacement shall be at the discretion of Akron Brass. Products must be promptly returned 
to Akron Brass for warranty service.  We will not be responsible for: wear and tear; any improper installation, use, maintenance or storage; negligence of the owner or 
user; repair or modification after delivery; failure to follow our instructions or recommendations; or anything else beyond our control. WE MAKE NO WARRANTIES, 
EXPRESS OR IMPLIED, OTHER THAN THOSE INCLUDED IN THIS WARRANTY STATEMENT, AND WE DISCLAIM ANY IMPLIED WARRANTY OF MERCHANTABILITY OR 
FITNESS FOR ANY PARTICULAR PURPOSE. Further, we will not be responsible for any consequential, incidental or indirect damages (including, but not limited to, any 
loss of profits) from any cause whatsoever. No person has authority to change this warranty.

*Unless otherwise provided herein. Akron Brass industrial electronic components & the Sever-Duty Monitor have a one (1) year warranty. Weldon products have a one (1) year warranty (excluding consumable components). Select Weldon 
LED products carry a five (5) year warranty. For Weldon product returns call 800-989-2718. Yamaha and Honda products have the manufacturers’ warranty and Akron Brass disclaims any warranty in respect of those products.

© 2007 Premier Farnell Corporation. All rights reserved. Akron, Extenda-Lite, Mercury, MercuryMaster 1000, Shredder, Turbojet, SaberJet, Assault, Akromatic, Pyrolite, Apollo, Apollo Hi-Riser, Black Widow, Rampage, StreamMaster, FireFox, 
DeckMaster, Ozzie, OzzieMaster, Gemini, TuckAway, Genesis, Storm, Conquest, Renegade, Rampage, Swing-Out, Night Breaker, Zero Torque, Aussie Bush, Adapt-a-Pole and the Akron Logo are trademarks of Premier Farnell Corporation.  All 
other trademarks are the properties of their respective owners.

CERTIFICATE NO. FM 36231

DASH & DECK LIGHTS
Utilizing our patented V-LED ultra-bright light emitting diode (LED) technology, Weldon Dash & Deck Lights are equipped with a 4’ 
power cord, push button on/off switch that cycles through over 15 flash patterns, and a 12V DC automatic style plug adapter. 

A=Amber, B=Blue, G=Green, R=Red, W=White	

Each single and double module light bar is equipped with a suction cup mount 
and 2" leg mounting brackets.	

The four and eight module light bars  are available with 2" leg mounting 
brackets.  3" legs are also avaialble.	

*	Lens is clear  
	 when not in  
	 operation

Replacement Mount	

Part Number Description
0J90-2114-00 Suction Cup Mount

0J10-2113-00 2" Leg Mount

0J10-2665-00 3" Leg Mount

Dash & Deck Light Bars	
6-LED 3"x1.5" Module	

Part Number Description Colors Available
3101-8090-X 6 LED (single module)2" bracket/suction cup kit A, B, G, R, W

3102-8090-XX 12 LED (double module)2" bracket/suction cup kit AA, BB, BW, GG, GW, RB, RR, RW

3104-0091-RB 24 LED (four module) 2" bracket mount RBRB

3108-0091-BB 24 LED (four module) 2" bracket mount BBBB

3108-0091-RB 48 LED (eight module) 2" bracket mount RBRBRBRB

SLIM 3-LED 3"x1" Module	

Part Number Description Colors Available
3111-8090-X 3 LED (single module) 2" bracket/suction cup kit A, B, G, R, W

3112-8090-XX 6 LED (double module) 2" bracket/suction cup kit AA, BB, BW, GG, GW, RB, RR, RW

3114-0091-RB 12 LED (four module) 2" bracket mount RBRB

3118-0091-BB 24 LED (eight module) 2" bracket mount BBBBBBBB

3118-0091-RB 24 LED (eight module) 2" bracket mount RBRBRBRB

DASH & DECK LIGHTS
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In U.S./International
Akron Brass Company

P.O. Box 86 | Wooster, OH 44691
PH: 330.264.5678 | Fax: 330.264.2944

Toll Free: 800.228.1161
Toll Free Fax: 800.531.7335

E-Mail: custserv@akronbrass.com
www.akronbrass.com

Weldon A Division of Akron Brass
3656 Paragon Drive

Columbus, Ohio 43228
PH: 614.529.7230 | Fax: 614.527.3547

Toll Free: 800.989.2718
www.weldoninc.com

A DIVISION OF AKRON BRASS




