










FM-Spacer	
Spacer for Flush 
Mount 1⁄2" Thick 

TR	
Through the 
Roof Bracket	

TM	
Top Mount 
Bracket 

FM	
Flush Mount 
Bracket 

SM-4	
Side Mount Bracket 
4 1⁄4" Offset 

SM-2	
Side Mount Bracket 
2 1⁄8" Offset 

HC-2SC
Handle Cup with 
Stop 2 1/8" Offset

HC-4SC
Handle Cup with 
Stop 4 1/4" Offset

TL
Locking Collar

LC
Locking Collar (available upon request)

TLC
Tripod Locking Collar

HC-4
Handle Cup for Push-Up 
Lights with 4 1⁄4" Offset  

HC-2 
Handle Cup for Push-Up 
Lights with 2 1⁄8" Offset  
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Extenda-Lite®

Lighting Options
Extenda-Lite Mounting 
Bracket Options



Extenda-Lite Additional Options

WG	
Chrome Plated 
Wire Guard

SW
	Switch for Light Head 
(Includes rubber boot)

UI 	
Up Indicator Switch 

UI-PS	
Up Indicator Switch 
For Push-Up Light

PL-Pole-MT
PL-Series Light mounted 
on the Extenda-POD

UI-EX	
Up indicator switch for 
extrusion light	

WO	
Wire Out the 
Top of the Pole

KO
	Knurled Outside Pole 
(pull-up only)

NM-2
MN-4
	The No Mark Kit maintains 
the light head in a preset 
position while the push-up 
pole is being raised and 
lowered preventing 
potential scratching of the 
apparatus cab or body. 
Available in 2” or 4”.

DH
Any two standard 
Extenda-Lite heads 
mounted on a 2" 
aluminum cross bar. 
Two heads 
independently swivel.

SC
	Stop Collar (2 Pieces) 
For Inside Pole

SC-171
	Stop Collar (2 pieces) 
for outside ploe. Air 
operated only.
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Scene Lighting
Extenda-Lite®  Lighting Options 




