






Bumper Turrets
3465	 Bumper Turret
	 Designed for where adjustable application speed 		
	 and automatic oscillation are required. All turrets  
	 exceed NFPA 414 & FAA requirements.

	 • Vertical travel 45° above and 20° below horizontal
	 • 180° Horizontal travel 
	 • Weight: 35 lbs (15.8 kg) 

	 Must Specify:		
	 • 12 or 24 volt						    
	 • 8, 12 or 25 ft (2.4, 3.7, 7.6 m) wiring harness			 
	 • Dry Chemical Nozzle - Style 3296 
	 • Flow requirement
	 • Joystick orientation

Style 3465

2 in (5 cm) Victaulic 
Inlet Connection

300 gpm (140 lpm) 
Straight Stream Reach 
Exceeds 200 ft (91 m)

Various Flow 
Choices

Flat Disperse Fog Pattern with 
Reach of 75 ft long X 50 ft wide 
(22.8 m X 15 m)

Dry Chemical Nozzle 
Attachment for Diverse 
Firefighting

Pneumatic Vertical 
Operation and 
Pattern Control

Grease Fitting for 
Maintenance

Water 
Proof 
Enclosure

Elevation Speed 
Adjustment for 
Customer Preference

Direct Drive Rotation 
Monitor for Greater 
Durability

Joystick  
Console Mount 
(Portrait Orientation) 
- Weight: 8 lbs (3.6 kg)

Power 
On/Off  
Switch

Portrait or 
Landscape 
Orientation

Valve Control 
Button

Adjustable 
Rotation  
Speed

Adjustable 
Oscillation 
Sweep up  
to 180° 

Automatic 
Oscillation 
On/Off

Console Light

Available Flows For 3465
gpm 60 95 125 150 200 250 300 500
lpm 230 360 475 550 750 950 140 1900

Akron® Bumper Turrets are non-air aspirated intended for use with water and class A & B foams.  
They are designed to perform in various applications including wildland, brush, aircraft, fuel spill 
and vehicle fires.

Dry Chemical Nozzle
3296	 Dry Chemical Nozzle
	 Designed for mounting on top of a Style 3465 & 3463 Bumper Turret.

	 • Dual swivel joints for easier operation of the nozzle
	 • Standard discharge 16 lbs (7.25 kg) per second	
	 • Weight: 5.5 lbs (2.6 kg)	
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Cast-In Turning Vanes 
for More Efficient 

Flows

Position 
Feedback  

for Program 
Interface

Adjustable Stops  
on Vertical and 

Horizontal Travel

Flat Disperse Fog 
Available

Automatic 
Baffle for 

Consistent 
Performance

Water Proof 
Motor and 

Gear Actuator
Durable Lightweight 

Pyrolite Construction 

Style 3352	Shown 
with Style 5075 Flat 
Disperse Nozzle

Style 3463

Position indicator 
available

See Page 45 for Electric 
Monitor Accessories

Style Weight 
lbs. (kg) Height Width Inlet Outlet Flow

GPM LPM

3352 37 (16.8 kg) 13 1⁄2" (343 mm) 11 1⁄4" (285 mm) 3" FL (76 mm) 2 1⁄2" (63.5 mm) 1000 3800

TuckAway Electric Bumper Turret
3352	 Electric Bumper Turret
	 • Flows from 250 to 1000 gpm (946 to 3800 lpm)
	 • Cast-in turning vanes for efficient flows
	 • Cable driven manual override connections - Optional
	 • Position feedback - Optional
	 • Durable lightweight Pyrolite® construction

	 Options
	 - Accepts a large variety of nozzles
	 - Speed control
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Bumper Turrets

FireFox™ All-Electric Remote Controlled Bumper Turret 
The FireFox, an all Electronic Monitor from Akron Brass, is a technologically advanced remote 
controlled single waterway monitor. The FireFox Monitor is designed to meet various water, 
foam, CAFS, and dry chemical needs. This versatile monitor can be 
used for ARFF vehicles and deicing applications. 

3463	 FireFox Remote Controlled Monitor
	 For more product information see page 41.



UltraHigh Pressure Bumper Turret   
In the new arena of ultra high pressure fire fighting, Akron Brass is introducing its Ultra High Pressure Bumper 
Turret.  This new turret is capable of delivering 300 GPM at 1500 psi. 

3450	 UltraHigh Pressure Bumper Turret
	 • Flows 300 GPM at pressures up to 1500 psi
	 • Inlet: 2" NPT
	 • Outlet: 1.5" NH
	 • Vertical Travel: +70° & -30°
	 • Horizontal Travel: 180°
	 • 12V & 24V
	 • Position Feedback
	 • Dry Chemical Piggy Back
	 • Weight without Nozzle & Piggy Back 60.8 lbs.

	 Nozzle Options:
	 Style 1550 Saber Master™ Nozzle
	 Style 1410 Plain Tip w/ Style 3485 11/2" Mini Shaper

Uses FireFox control options, see page 45

Style Weight 
lbs. (kg) Height Width Inlet Outlet Flow

GPM LPM

3450 61
(28 kg)

16 7⁄8"
(429 mm)

15 23⁄32"
(399 mm)

2" NPT
(50.8 mm)

1 1⁄2"
(38.1 mm) 300 1140

Style 3450 
Shown with Style 1550 
Sabermaster Nozzle
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