
Style 3467 Type I 	
Electric Roof Turret 
with Style 3295 Dry 
Chemical Nozzle

5 in (12.7 cm) 
Victaulic Inlet 

Dry Chemical Nozzle for 
Diverse  Firefighting Needs

Flat Disperse Fog 
Pattern Exceeds  
36 ft (11 cm) in Width

Lightweight 
Aluminum Frame
TYPE I

Roof Mounting Designs
– Type I - Frame Above Roof		
– Type II - Frame Flush with Roof
– Type III - Air Transportable
– Type V - Rear Inlet Frame Above Roof

Various Dual and Single 
Flows for Added Flow 

Flexibility

Drain Valve for  
Freeze Protection

In Cab Manual 
Override

Valve Controller
Overide

Manual or Air 
Control Selector

Auto 
Oscillation 

On/Off

Valve Controller 
Open/Close

Dry Chemical or 
Foam Selector

High/Low 
Flow Selector

Flow Control 
Override 

with Spring 
Assistance

Pattern Control 
Override

Direct Drive 
Motor Actuators 

for Greater 
Durability

Adjustable Automatic 
Oscillation Up to  

210° Sweep

Typical Roof 
Turret 

Headliner as 
viewed  from 
inside the cab    

from the 
operator’s seat

Pattern 
Control

Nozzle 
Positioning

Discharge 
Trigger

Joystick 

Position Indicator 
Available

Akron® Roof Turrets offer greater reliability and superior performance when second best is not an 
option. Akron Turrets come in a variety of roof top designs and flows, either aspirated or non-
aspirated, all with easy-to-use controls from inside the truck cab. Our Turrets offer joystick control 
and adjustable automatic oscillation with at least 210° sweep for extended coverage. All units exceed 
NFPA 414 and FAA requirements.
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Roof Turrets



Style 3353 		
Electric Roof Turret with 
Style 5075 Flat Disperse 
Nozzle

Style 3295 		
Dry Chemical Nozzle for 
Styles 3467 or 3468

Style 3295 		
Dry Chemical Nozzle for 
Styles 3367 or 3368 Air 
Aspirated Turret

Style 3460
Roof Turret With Integral 
Nozzle shown with Style 
3296 Dry Chemical Nozzle 

Inside cab 
pattern control

Nozzle Travel
Type Rotation Elevation Volts

I 210° or 240° +45° -20° 12 or 24
II 180° or 210° +45° -15° 12 or 24
III 180° or 210° +45° -15° 12 or 24
V 300° +75 -15 24

Available Dual Flows* (Single Flow Avalable up to 1000 gpm)

LOW
GPM 250 375 400 500 600 750
LPM 950 1420 1525 1900 2250 2900

HIGH
GPM 500 750 800 1000 1200 1500
LPM 1900 2900 3030 3800 4500 5700

* All flows with rated pressure of 190 to 220 psi

Roof Turrets
3367	 Air Aspirated Electric Roof Turret
	 • Weight: 250 lbs (95 kg)

3368 	 Air Aspirated Manual Roof Turret
	 • Manual operation
	 • Weight: 250 lbs (95 kg)

3467	 Electric Roof Turret
	 • Weight: 210 lbs (113 kg)

3468 	 Manual Roof Turret 
	 • Manually operation
	 • Weight: 210 lbs (113 kg)

Electric Roof Turret
3353 	 Electric Roof Turret
	 • Flows from 250 to 1000 gpm (946 to 3800 lpm)
	 • 180° rotation & elevation travel
	 • 12 or 24 volt 
	 • 4 in (10cm) flange 
	 • 2.5 in (63 mm) outlet   
	 • Position feedback
	 • Durable lightweight Pyrolite® construction
	 • Weight: 50 lbs (22.5 kg)
	 • Automatic drain valve for freeze protection
	 • Cast-in turning vanes for efficient flows
	 • Cable driven manual override connections - Optional
	 • Joystick or switch controller available

3460	 Roof Turret With Integral Nozzle (Type I) 
 	 A manually operated turret with pattern and directional controls and a 
	 non-aspirated nozzle. This turret is designed for use on most types of 
	 ARFF vehicles. The unit has a separate pattern control lever and a 
	 discharge control switch mounted on the end of the control handle.

	 •	Standard flow: 500 gpm (1900 lpm) 
	 • Optional flows: 250, 400 and 450 gpm (950, 1525, and 1700 lpm)	
	 •	Horizontal travel up to 340° 					   
	 • Vertical travel +45° to -20° 						    
	 • Spinning teeth for fog pattern efficiency			 
	 •	Style 3296 Dry Chemical Nozzle - Optional 				  
	 •	1 1⁄2" NPT female inlet below the mounting plate			 
	 • Height: 13 1⁄2" (above plate), width: 14", length: 15 1⁄2" 			 
		  (excluding pattern control cable)					   
	 • Weight: 105 lbs. (47.6 kg)

 
Dry Chemical Nozzle
3295	 Dry Chemical Nozzle
	 • Designed for attachment to air aspirated and non-air 			 
		  aspirated roof turrets					   
	 • Dual swivel joints for easy operation of the turret	
	 • Standard discharge: 16 lbs (7.25 kg) per second				  
	 • Good reach and pattern					   
	 • Weight: 5.5 lbs (2.6 kg)
	

Style 3367 Type I
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STYLE 3356   
 Shown with STYLE 5178 
Akromatic™ 2000 Nozzle

STYLE 3356  
shown with STYLE 3624 
1600 GPM Foam Tube 
(See page 20)

3356 Turret Friction Loss: 
(Turret only)

Flow
PSI  

(bar)

750 GPM
(2900 LPM)

4
(.28)

1000 GPM 
(3800 LPM)

6 
(.41)

1500 GPM 
(5700 LPM)

17 
(1.2)

2000 GPM 
(7600 LPM)

29 
(2)

Trident HFRT-10   
Akron Roof Turrets offer greater reliability and unmatched superior performance in situations when second best is not an 
option.  Akron is introducing its newest turret.  This new roof turret will deliver up to 2000 GPM (7600 LPM). You no longer 
need to worry about re-positioning your truck with rotation capabilities up to 380°. To meet the demands of the industry, 
multiple control options and a variety of nozzle options are available. All units exceed NFPA 414 and FAA requirements. 

 3356	 TRIDENT HFRT-10
	 • Manual Handwheel Controls
	 • Flow: 350-2000 GPM (1325-7600 LPM)
	 • Inlet pressure of 150 psi (10 bar) non-aspirated
		                 190 psi (13 bar) aspirated
	 • MAX inlet psi 250 psi (17 bar)
	 • Horizontal rotation up to 380°
	 • Vertical travel from +70° & -30°
	 • Inlet: 4" 150 lb flange (102mm 68 kg)
	 • Outlet: 3.5" NH (89mm)	
	 • Position feedback
	 • 12V & 24V
	 • Works with Electric MasterStream Nozzles
	 • Painted black finish
	 • Durable lightweight Pyrolite® construction
	
	 Upgrade Features:
	 • Decorative cover with lights
	 • Standard joystick options
	 • Proportional speed joystick
	 • Wireless remote control
	 • Works with dry chemical piggy back
	 • Optional gas spring for large nozzles
	 • Inside the cab manual overrides
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