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PRODUCT NAME: Omega™ SD Monitor   

AKRON PART NUMBER:  3524 

Product Description 
Akron Brass has recently enhanced the 3524 Omega Severe Duty Monitor.   The tiller bar can now be mounted 

in 30 degree increments enabling the operator to have additional flexibility and control.  Furthermore, the 

tiller bar has been lengthened to provide better control with less input force. 

LIST PRICE (US Dollars, FOB Wooster, OH USA) 
3524 (less nozzle)                                   $3,083.00 

 

AVAILABILITY 
Currently available 

 

SPECIFICATION 
An Akron Brass, brass & stainless steel single waterway severe 

duty monitor item 35240001 shall be provided.  Monitor shall 

have a friction loss not to exceed 12 psi at 1000 gpm and 19 psi 

at 1250 gpm. Monitor shall have a 3" flange waterway inlet with 

a 2.5” NH discharge outlet. The vertical and horizontal travel 

locks shall incorporate an off center brake handle and full 

contact brake band within the swivel joint. The tiller bar control 

shall be adjustable in 30 degree increments.  The monitor joints 

shall be a ball bearing free, no maintenance design with all 

elbows having cast-in turning vanes.  The monitor shall have a 

maximum pressure rating of 200 psi and a vertical travel of -90° 

to +90° and horizontal travel of 360°.  Ideal for high usage 

applications.   
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