WARRANTY AND DISCLAIMER*: We warrant Akron Brass products for a period of five (5) years* after purchase against defects in materials or workmanship. Akron Brass will repair or replace product which fails to satisfy this warranty. Repair or replacement shall be at the discretion of Akron Brass. Products must be promptly returned to Akron Brass for warranty service. We do not warranty or guarantee products for: wear and tear; any improper installation, use, maintenance or storage; negligence of the owner or user; repair or modification after delivery; failure to follow our instructions or recommendations; or anything else beyond our control. WE MAKE NO WARRANTIES, EXPRESS OR IMPLIED, OTHER THAN THOSE INCLUDED IN THIS WARRANTY STATEMENT, AND WE DISCLAIM ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE. Further, we will not be responsible for any consequential, incidental or indirect damages (including, but not limited to, any loss of profits) from any cause whatsoever. No person has authority to change this warranty. *Unless otherwise provided herein. Akron Brass disclaims any warranty in respect of those products.

Parts List Sheet: 119552

**Premier Farnell Corporation. 2012 All rights reserved. No portion of this can be reproduced without the express written consent of Premier Farnell Corporation***

TECHNICAL SERVICE PARTS

STYLE 1700

PRODUCT AUSSIE BUSH NOZZLE

ASSEMBLY NOTES:

USE PARKER-O-LUBE ON ALL O-RINGS AND MATING SURFACES UNLESS OTHERWISE NOTED

2. USE LOW-TEMP LUBRIPLATE.

3. DIMPLE AT ASSEMBLY.

4. DO NOT CUT TURBINE TEETH.

5. USE PERMABOND LM113 OR LOCTITE 222.

6. STAKE AT ASSEMBLY.

7. PAINT DIMPLE RED.

TECHNICAL SERVICE PARTS

STYLE 1700

PRODUCT AUSSIE BUSH NOZZLE

ASSEMBLY NOTES:

USE PARKER-O-LUBE ON ALL O-RINGS AND MATING SURFACES UNLESS OTHERWISE NOTED

2. USE LOW-TEMP LUBRIPLATE.

3. DIMPLE AT ASSEMBLY.

4. DO NOT CUT TURBINE TEETH.

5. USE PERMABOND LM113 OR LOCTITE 222.

6. STAKE AT ASSEMBLY.

7. PAINT DIMPLE RED.

PHONE: 330.264.5678 or 800.228.1161 | FAX: 330.264.2944 or 800.531.7335 | www.akronbrass.com
WARRANTY AND DISCLAIMER*: We warrant Akron Brass products for a period of five (5) years* after purchase against defects ... or workmanship. Akron Brass will repair or replace product which fails to satisfy this warranty. Repair or replacement shall be at the discretion of Akron Brass. Products must be promptly returned to Akron Brass for warranty service. We... for: wear and tear; any improper installation, use, maintenance or storage; negligence of the owner or user; repair or modification after delivery; failure to follow our instructions or recommendations; or anything else beyond our control. WE MAKE NO WARRANTIES, EXPRESS OR IMPLIED, OTHER THAN THOSE INCLUDED IN THIS WARRANTY STATEMENT, AND WE DISCLAIM ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE. Further, we will not be responsible for any consequential, incidental or indirect damages (including, but not limited to, any loss of profits) from any cause whatsoever. No person has authority to change this warranty. *Unless otherwise provided herein. Akron Brass... components & the Severe-Duty Monitor have a one (1) year warranty. Select Akron Brass handline nozzles and valves carry a ten (10) year warranty. Weldon products have a two (2) year warranty from date of manufacture (excluding consumable components). Select Weldon LED products carry a five (5) year warranty. Honda products have the manufacturers’ warranty and Akron Brass disclaims any warranty in respect of those products. **INSTALLED AT FACTORY AS NEEDED FOR FINAL FLOW CALIBRATION. ***THOSE PARTS ARE NOT NORMALLY REQUIRED FOR REPAIR. IF REPAIR IS NECESSARY, THE NOZZLE MUST BE RETURNED TO THE FACTORY AS SPECIAL TOOLS ARE REQUIRED.