ASSEMBLY NOTES

⚠️ Use Loctite 222 or 113 Permabond
⚠️ Use Low-Temp Lubriplate
⚠️ Use Parker O-Ring Lubricant or equivalent petroleum based lubricant
## STYLE 4803
### 1” ASSAULT™ TIP
WITH 1½” SWIVEL

**TECHNICAL SERVICE PARTS LIST**

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>DESCRIPTION</th>
<th>PART NUMBER</th>
<th>QUANTITY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Socket Head Cap Screw</td>
<td>765179</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>Flow Label 13 GPM @ 100 PSI</td>
<td>729448</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>Flow Label 25 GPM @ 100 PSI</td>
<td>729449</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>Flow Label 40 GPM @ 100 PSI</td>
<td>729450</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>Flow Label 50 LPM @ 7 Bar</td>
<td>729451</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>Flow Label 100 LPM @ 7 Bar</td>
<td>729452</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>Flow Label 150 LPM @ 7 Bar</td>
<td>729453</td>
<td>1</td>
</tr>
<tr>
<td>3</td>
<td>Baffle Head</td>
<td>109459</td>
<td>1</td>
</tr>
<tr>
<td>4</td>
<td>Socket Head Cap Screw</td>
<td>760041</td>
<td>2</td>
</tr>
<tr>
<td>5</td>
<td>Turbine Retaining Ring</td>
<td>109437</td>
<td>1</td>
</tr>
<tr>
<td>6</td>
<td>Turbine Teeth</td>
<td>772024</td>
<td>1</td>
</tr>
<tr>
<td>8</td>
<td>Bumper Assembly</td>
<td>48012001</td>
<td>1</td>
</tr>
<tr>
<td>9</td>
<td>Pattern Stop Screw</td>
<td>769489</td>
<td>1</td>
</tr>
<tr>
<td>10</td>
<td>Pattern Indicating Band</td>
<td>704872</td>
<td>1</td>
</tr>
<tr>
<td>11</td>
<td>O-Ring</td>
<td>757331</td>
<td>1</td>
</tr>
<tr>
<td>12</td>
<td>Throat</td>
<td>109435</td>
<td>1</td>
</tr>
<tr>
<td>13</td>
<td>Spring</td>
<td>769217</td>
<td>1</td>
</tr>
<tr>
<td>14</td>
<td>O-Ring</td>
<td>757330</td>
<td>1</td>
</tr>
<tr>
<td>15</td>
<td>Nozzle Body</td>
<td>109434</td>
<td>1</td>
</tr>
<tr>
<td>16</td>
<td>Pin</td>
<td>744178</td>
<td>3</td>
</tr>
<tr>
<td>17</td>
<td>Socket Head Set Screw</td>
<td>765025</td>
<td>1</td>
</tr>
<tr>
<td>18</td>
<td>O-Ring</td>
<td>757329</td>
<td>1</td>
</tr>
<tr>
<td>19</td>
<td>Flow Spacers (13 gpm/50Lpm)*</td>
<td>NA</td>
<td>1</td>
</tr>
<tr>
<td>19</td>
<td>Flow Spacers (25 gpm/100Lpm)*</td>
<td>768270</td>
<td>1</td>
</tr>
<tr>
<td>19</td>
<td>Flow Spacers (40 gpm/150Lpm)*</td>
<td>768271</td>
<td>1</td>
</tr>
<tr>
<td>20</td>
<td>Baffle Stern</td>
<td>109441</td>
<td>1</td>
</tr>
<tr>
<td>21</td>
<td>Spider</td>
<td>769549</td>
<td>1</td>
</tr>
<tr>
<td>22</td>
<td>Acorn Nut</td>
<td>750554</td>
<td>1</td>
</tr>
<tr>
<td>24</td>
<td>Spider Retainer</td>
<td>109442</td>
<td>1</td>
</tr>
<tr>
<td>25</td>
<td>Locking Balls</td>
<td>**</td>
<td>42</td>
</tr>
<tr>
<td>26</td>
<td>Swivel (1/2&quot; NH)†</td>
<td>108313</td>
<td>1</td>
</tr>
<tr>
<td>26</td>
<td>Swivel (1/2&quot; NPSH)†</td>
<td>108314</td>
<td>1</td>
</tr>
<tr>
<td>26</td>
<td>Swivel (1/2&quot; BSP)†</td>
<td>108315</td>
<td>1</td>
</tr>
<tr>
<td>27</td>
<td>Swivel Gasket</td>
<td>770742</td>
<td>1</td>
</tr>
<tr>
<td>28</td>
<td>Allen Head Screw</td>
<td>765008</td>
<td>1</td>
</tr>
</tbody>
</table>

* Any colored plastic shims need to stay with the baffle head.
† For other threads order by description and thread size (ODM and TPI) or by Akron Thread Code.
** Packet of 50 Locking Balls—P/N 109042

---

WARRANTY AND DISCLAIMER: We warrant Akron Brass products for a period of five (5) years after purchase against defects in materials or workmanship. Akron Brass will repair or replace product which fails to satisfy this warranty. Repair or replacement shall be at the discretion of Akron Brass. Products must be promptly returned to Akron Brass for warranty service.

We will not be responsible for: wear and tear; any improper installation, use, maintenance or storage; negligence of the owner or user; repair or modification after delivery; damage; failure to follow our instructions or recommendations; or anything else beyond our control. WE MAKE NO WARRANTIES, EXPRESS OR IMPLIED, OTHER THAN THOSE INCLUDED IN THIS WARRANTY STATEMENT, AND WE DISCLAIM ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE. Further, we will not be responsible for any consequential, incidental or indirect damages (including but not limited to, loss of profits) from any cause whatsoever. No person has authority to change this warranty.

© Akron Brass Company. 2011 All rights reserved. No portion of this can be reproduced without the express written consent of Akron Brass Company.