The Akron Style 59 Intake Pressure Relief Valve is designed to relieve pressure for between 75 and 300 psi as shown in the table below.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Maximum Operating Pressure</th>
<th>Minimum Operating Pressure</th>
</tr>
</thead>
<tbody>
<tr>
<td>0059xxxx</td>
<td>300 psi</td>
<td>75 psi</td>
</tr>
</tbody>
</table>

The unit is preset at the factory at 125 psi (8.8 bar).

**PRODUCT WARNINGS**

⚠️ **WARNING:** The maximum operating pressure is shown in the table above.

⚠️ **WARNING:** The outlet must be vented through the discharge in order for the relief valve to operate properly.

⚠️ **WARNING:** Ensure the relief valve discharge is directed away from personnel. A high water discharge flow has the potential to cause injury.

⚠️ **CAUTION** The Akron Brass Pressure Relief Valve has been developed for firefighting use mounted to a fire pump intake. Do not alter or attempt to use in other applications.

**INSTALLATION**

This Intake Relief Valve is designed for flange mounting to the side of a pump intake. Two bolt circle mountings as shown below are available.

- 4-1/4 Bolt circle with 4 bolt holes for Hale, Waterous and American LaFrance Pumps
- 4-19/32 Bolt circle with 4 holes for Darley Pumps

**ADJUSTMENTS**

To set the Relief Pressure:

1. Loosen the Jam Nut (#6) by turning it counter-clockwise until it is loose.
2. The Guide Pin (#5) will have to be adjusted to set the pressure for the valve. Each turn clockwise will add approximately 25 psi (1.73 bar) to the setting and each turn counter-clockwise will reduce approximately 25 psi (1.73 bar) from the setting. Example: 3 turns will increase the setting from 50 psi (3.45 bar) to 125 psi (8.63 bar).
3. Flow water through the pressure relief valve to verify the valve relief pressure. Minor adjustments may have to be made to the Guide Pin (#5) to set the desired relief pressure.
4. Retighten the Jam Nut (#6).

⚠️ **CAUTION:** DO NOT ATTEMPT TO ADJUST OR REMOVE THE SCREW (#10) OR CAP (#3). INJURY MAY OCCUR DUE TO SPRING FORCE. RETURN TO FACTORY FOR REPAIR.
WARRANTY AND DISCLAIMER: We warrant Akron Brass products for a period of five (5) years after purchase against defects in materials or workmanship. Akron Brass will repair or replace product which fails to satisfy this warranty. Repair or replacement shall be at the discretion of Akron Brass. Products must be promptly returned to Akron Brass for warranty service.

We will not be responsible for: wear and tear; any improper installation, use, maintenance or storage; negligence of the owner or user; repair or modification after delivery; damage; failure to follow our instructions or recommendations; or anything else beyond our control. WE MAKE NO WARRANTIES, EXPRESS OR IMPLIED, OTHER THAN THOSE INCLUDED IN THIS WARRANTY STATEMENT, AND WE DISCLAIM ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE. Further, we will not be responsible for any consequential, incidental or indirect damages (including, but not limited to, any loss of profits) from any cause whatsoever. No person has authority to change this warranty.

© Akron Brass Company. 2017 All rights reserved. No portion of this can be reproduced without the express written consent of Akron Brass Company.