
technical service parts

style 765, 766, 768, 775, 
776, 777, 785

FOaM tUBes

101866

assembly notes

Use Loctite 222 or Permabond LM113

Use Loctite 277 or Permabond HH120
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iteM nO. descriptiOn part nUMBer qUantity

765 766 768 775 776 777 785

1 Bumper 101867 1 1 1 1 1 1 1

2 Tube Etched 124209 1

2 Tube Etched 124227 1

2 Tube Etched 124223 1

2 Tube Etched 124223 1

2 Tube Etched 124224 1

2 Tube Etched 124229 1

2 Tube Etched 124226 1

4 Base 123852 1

4 Base 123850 1

4 Base 123853 1

4 Base 119952 1

4 Base 123847 1

4 Base 123849 1

4 Base 123851 1

5 Soc. Hd. Cap Screw 767127 1 1 1 1 1 1 1

6 Locking Cam 101868 1 1 1 1 1 1 1

7 Detent Ball 703050 1 1 1 1 1 1 1

8 Detent Spring 768023 1 1 1 1 1 1 1

9 Screw 765182 4 4 4 4 4 4 4

10 O-Ring 757254 1 1 1 1 1 1 1

Operating instructions
1. Turn the Locking Cam round side out.
2. Position the unit at a 45 degree angle to the bumper of the nozzle with the two ears on the Foam Tube base 
    under the lip and between the lugs of the bumper.
3. Push the base over the bumper of the nozzle.
4. Rotate the Locking Cam into the fully locked position.

Warning: Fully engage Locking Cam before operating
	 •	125	GPM	maximum	flow
	 •	100	PSI	maximum	nozzle	pressure
	 •	Do	not	operate	in	wide	fog


