OPERATING INSTRUCTIONS:


2. PUSH LEVER TO OPEN LATCH.

3. PUSH THE FOAM TUBE BASE OVER THE BUMPER OF THE NOZZLE.

4. RELEASE LEVER TO CLOSE LATCH.

WARNING: FULLY ENGAGE LATCH BEFORE OPERATING.

* 125 GPM MAXIMUM FLOW.

* 100 PSI MAXIMUM NOZZLE PRESSURE

* DO NOT OPERATE IN WIDE FOG

ASSEMBLY NOTES:

1. USE PERMABOND LM113 OR LOCTITE 222.

2. "WARNING" ON TUBE IS TO BE CENTERED WITH THE BOSS ON THE HOUSING.

3. ORIENT SPLIT ON ITEM 7 ON OPPOSITE SIDE AS THE "WARNING" ON THE TUBE.

OPERATING INSTRUCTIONS:


2. PUSH LEVER TO OPEN LATCH.

3. PUSH THE FOAM TUBE BASE OVER THE BUMPER OF THE NOZZLE.

4. RELEASE LEVER TO CLOSE LATCH.

WARNING: FULLY ENGAGE LATCH BEFORE OPERATING.

* 125 GPM MAXIMUM FLOW.

* 100 PSI MAXIMUM NOZZLE PRESSURE

* DO NOT OPERATE IN WIDE FOG

ASSEMBLY NOTES:

1. USE PERMABOND LM113 OR LOCTITE 222.

2. "WARNING" ON TUBE IS TO BE CENTERED WITH THE BOSS ON THE HOUSING.

3. ORIENT SPLIT ON ITEM 7 ON OPPOSITE SIDE AS THE "WARNING" ON THE TUBE.

OPERATING INSTRUCTIONS:


2. PUSH LEVER TO OPEN LATCH.

3. PUSH THE FOAM TUBE BASE OVER THE BUMPER OF THE NOZZLE.

4. RELEASE LEVER TO CLOSE LATCH.

WARNING: FULLY ENGAGE LATCH BEFORE OPERATING.

* 125 GPM MAXIMUM FLOW.

* 100 PSI MAXIMUM NOZZLE PRESSURE

* DO NOT OPERATE IN WIDE FOG