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Portable Flow Meter Overview

AkroFlowTM Portable Flow Meter   

Precision Flow Management
Introducing the AkroFlow portable flow meter, the most highly accurate option available on the market to measure 
flow for testing, training or active water flow operations. Only one meter required for multiple hose sizes.
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Performance Details 
Best-in-Class Accuracy at +/- 1% 
 • Most accurate vs. competitor models

Corrosion Resistant
 • Composite body
 • Stainless steel electrodes and clamps
 • Black hard coat aluminum inlet/outlet

Always Ready
 • No calibrating and no charging

Lightweight and Compact
 • Under 5 lbs
 • 12” long



Technical Specs
 • Flow Device: Electromagnetic
 • Flow Range: 10-600 gpm (38-2270 lpm) 
 • Readouts: Flow Rate with Totalizer
 • Thread Options: NH, BSP, NPSH 
 • Fittings: 2 1/2” (65 mm) inlet and outlet 
 • Maximum Operation Pressure: 200 psi (14 bar) 
 • Display: Digital with GPM or LPM
 • Power: 6 AA Lithium cells, replaceable. Life; 1 year with AkroFlow in use; 3 years dry. 
  Low battery indicator “Lo Batt”
 • NEMA Rating: NEMA 4X standard: -40˚ to 176˚F (-40˚ to 80˚ C) storage
 • Storage Case: Sold separately
 • Warranty: 1 Year, 2 Year EU
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How to Order
Akron Brass is quoting and accepting orders. The AkroFlow will start shipping August 16, 2019. Contact your local Akron Brass 
Distributor for more information.

Product Configurations
AkroFlow Part Numbers
Part Number Description

93012001 AkroFlow Flow Meter 2.5NH X 2.5NH

93012002 AkroFlow Flow Meter 2.5NPSH X 2.5NPSH

93012003 AkroFlow Flow Meter 2.5BSP X 2.5BSP

93012004 AkroFlow Flow Meter 2.5NPSH X 2.5NPSH EXPORT

93012005 AkroFlow Flow Meter 2.5BSP X 2.5BSP EXPORT

93012010 AkroFlow Flow Meter 2.5NH X 2.5NH EXPORT

Spare Part Kit
Part Number Description

93012006 AkroFlow Kit (O-RINGS, GASKET, LID)        


