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LOW-BEAM HEADLAMP
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CAUTION - PARTS OF THIS PRODUCT OPERATE AT HIGH VOLTAGE.  DO NOT OPERATE IF THERE IS
VISIBLE DAMAGE TO BALLAST, HID BULB, OR CABLE.

NOTES:
FOR PERFORMANCE AND COMPLIANCE LAMP MUST BE MOUNTED WITH "TOP" AS INDICATED ON1.
LENS AND PROPERLY AIMED.
DIMENSIONS SHOWN ARE FOR REFERENCE ONLY.  THOSE IN [  ] ARE INCHES.2.
BACK OF LAMP, BALLAST, AND CABLES SHOULD BE PROTECTED FROM DIRECT SPRAY, ROAD/TIRE3.
WASH, AND OTHER DIRECT ENVIRONMENTAL EXPOSURE.
DO NOT USE ABRASIVE TOOLS OR CLEANERS ON LENS SURFACE.4.

ELECTRICAL:
RED WIRE IS POSITIVE DC VOLTAGE; WHITE WIRE IS GROUND.5.
OPERATION VOLTAGE RANGE IS 10-16V DC.6.
NOMINAL LAMP POWER:  35W7.

PLUG ASSM
2-WIRE DC

BALLAST CABLE, 17"
0L40-1472-00

0M10-2362-00
LAMP MODULE

D1S HID BURNER
0E60-1470-00

0K90-1970-10

0N00-1471-00
12V BALLAST ASSM

4.21
107

.65
16.5

75.5
2.97

12.5
.49

9
.35

6.58
167

107
4.21

R12.5


