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NOTES:
1. LAMPS ARE PACKED 200 PER SHIPPING CARTON. MOUNTING PAD (ITEM2)
    IS PACKED IN CARTON BUT SEPARATE FROM LAMP.
2. MOUNTING HARDWARE NOT INCLUDED. USE #8 - #10 PAN HEAD SCREW.
    DO NOT EXCEED 20 IN-LB TORQUE ON MOUNTING SCREWS.
3. THIS LAMP ASSEMBLY COMPLIES WITH FMVSS 108 AND THE SAE
    STANDARDS REFERENCED THEREIN WITH RESPECT TO THE FOLLOWING:
    A.) SIDE MARKER LAMPS, IDENTIFICATION LAMPS, CLEARANCE LAMPS
          AND INTERMEDIATE SIDE MARKER LAMPS PER SAE J592e, JUL72
    B.) LENS MATERIALS PER SAE J576, JUL91
    C.) COLOR PER SAE J578c, FEB77
    D.) TEST REQUIREMENTS PER SAE J575e, AUG70

CUSTOMER DRAWING
COMBINATION SIDE,

CLEARANCE MARKER
LED 2-WIRE

6/29/06 ST

5678

REV

INC. AND MAY NOT BE COPIED, REPRODUCED, OR DEVULGED TO UNAUTHORIZED PERSONS WITHOUT THE
EXPRESS WRITTEN CONSENT OF WELDON TECHNOLOGIES, INC.  AS IT IS BEING PROVIDED SOLELY FOR THE
CONVENIENCE OF THE USER AND SHALL BE RETURNED TO WELDON TECHNOLOGIES, INC UPON REQUEST.
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   X.XXX  -   0.005
      X.XX  -   0.020
        X.X  -   0.050
ANGLES -   0.5

1.50

4.83

1.64

R

3.77

2.94

R3.23

6.0 (MIN.)

1.84

.19

WELDON P/N DESCRIPTION
5050-7000-10 LED CLEARANCE/MARKER, RED
5050-7000-20 LED CLEARANCE/MARKER, AMBER

GAUGE COLOR TYPE LENGTH FUNCTION
18 BLACK GXL, STRANDED COPPER 6" POWER (+)
18 WHITE GXL, STRANDED COPPER 6" GROUND (-)

WIRE TABLE


