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NOTES:
LAMPS COMPLY WITH FMVSS108 AND SAE STANDARDS REFERENCED1.
THEREIN WITH RESPECT TO THE FOLLOWING:
A)  5802-0100-10:  STOP PER SAE J586; TURN PER SAE J588; TAIL PER SAE J585
B)  5802-0100-20:  TURN SIGNAL PER SAE J588; PARK LAMP PER SAE J222
C)  5802-0100-21:  TURN SIGNAL PER SAE J588
D)  5802-0100-22:  TURN SIGNAL PER SAE J588
E)  5802-0100-30:  REVERSING PER SAE J593
F)  PLASTIC MATERIALS PER SAE J576 JUL91
G)  COLOR PER SAE J578c FEB77
H)  TEST METHODS PER SAE J575e AUG70
INPUT VOLTAGE = 10-16 VDC2.
INSTALLATION SCREW TORQUE SHOULD NOT EXCEED 20 IN-LB.3.
USE ONLY SPECIFIED MATING CONNECTOR.4.
IMPROPER USE OF THIS PRODUCT WILL VOID WARRANTY.5.

LAMP CONNECTOR ACCEPTS:
DELPHI METRI-PACK 150.2 SERIES
SEALED CONNECTOR.
DELPHI #12059595
OR
AMP SUPERSEAL 1.5 SERIES
AMP #282087-1
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PART NUMBER A/1 B/2 C/3

5802-0100-10 GROUND TAIL STOP

5802-0100-20 GROUND PARK TURN

5802-0100-21 GROUND N/C TURN

5802-0100-22 GROUND N/C TURN

5802-0100-30 GROUND N/C REVERSE

PIN POSITION TABLE

POSITION


