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NOTES:
1.   LAMP CURRENT DRAW IS 0.240A-0.280A @14.0VDC.
2.  THE LAMP IS MARKED WITH THE COLOR BIN OF THE LEDs IN THE
     LAMP ASSEMBLY.  THE COLOR BIN LABEL IS LOCATED ON THE
     HEATSINK AT THE BACK OF THE LAMP.  THE PURPOSE OF THE
     COLOR BIN LABEL IS TO ALLOW THE MATCHING OF LAMP
     COLOR (HUE) THROUGHOUT THE VEHICLE.
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   X.XXX  -   0.005
      X.XX  -   0.020
        X.X  -   0.050
ANGLES -   SNAP-IN L.E.D. DOME LAMP

00156

6.94

3.13

6.00

PANEL CUT-OUT DIMENSIONS

1

3

2

2.10

2.20
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ITEM P/N DESCRIPTION QTY
1 0C10-2092-30 LENS, IMPACT MODIFIED ACRYLIC, CLEAR 1
2 0E30-2363-37 LED SERVICE KIT, WHITE 1
3 0F20-1453-00 SCREW 2

REPLACEMENT PARTS LIST

PANEL
THICKNESS "W"
0.030 - 0.050 2.050 - 2.130
0.050 - 0.080 2.060 - 2.145
0.080 - 0.120 2.070 - 2.165
0.120 - 0.140 2.080 - 2.185


