NOTES:
1. WIRE COLORS ARE AS FOLLOWS: RED = POWER (+) WHITE = GROUND (-). LAMP CURRENT @ 14.0VDC TO BE 120-170mA WHEN ALL LEDS ARE ILLUMINATED.
2. ARROW ON LENS INDICATES THE DIRECTION IN WHICH THE LEDS SCROLL.
3. THIS LAMP IS INTENDED AS A SUPPLEMENTAL SIGNALING PRODUCT. IT DOES NOT REPLACE LAMPS THAT ARE REQUIRED BY FEDERAL AND INDUSTRY STANDARDS.

WELDON TECHNOLOGIES, INC.
CUSTOM DRAWING
ARROW INDICATOR LAMP

WIRE EXIT

WIRE EXIT HOLE

ARROW ON LENS INDICATES DIRECTION OF INDICATOR

HEAD CLEARANCE

BODY CLEARANCE

WIRE LENGTH

MATERIAL

FINISH

TOLERANCES ARE:

ANGLES - ± 0.5°

VERTICALS - ± 0.15

HORIZONTALS - ± 0.5

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN mm.

DO NOT SCALE DRAWING

CUSTOMER DRAWING

00192

C8401-0000-00

REV.

BARNETT

DATE

APVD

PROJ. NO.