The following is intended to provide the basic instructions for the replacement of the Battery Bracket for the Revel Scout LED Scene Light. IMPORTANT: PLEASE READ THESE INSTRUCTIONS CAREFULLY, NOTE THE SAFE OPERATIONAL REQUIREMENTS, WARNINGS, AND CAUTIONS. USE THIS PRODUCT CORRECTLY, AND WITH CARE FOR THE PURPOSE FOR WHICH IT IS INTENDED. FAILURE TO DO SO MAY CAUSE DAMAGE OR PERSONAL INJURY, AND WILL INVALIDATE THE WARRANTY!

**WARNING** Read and follow the replacement instructions. Failure to do so could cause a short circuit and possible fire. Product damage may also occur.

**Replacement Procedure**

Refer to the Parts List for the diagram of the product and balloon cross references.

1) Remove the Battery Pack
2) Remove the four Screws (#40)
3) Carefully remove the Battery Bracket (#43) from the Contacts

NOTE: Older units may have washers installed between the battery bracket and light head. If so, remove those washers from the light head and do not re-use.

**WARNING** Loose hardware in the scenelight poses a short circuit hazard and must be avoided.

5) Reinstall the Contacts into the Battery Bracket. Ensure the “Battery Contact Gasket” is positioned between the Contacts and Body as shown on the Parts List.

**WARNING** Failure to install the Battery Contact Gasket will cause a short circuit hazard and possible fire. Product damage may also occur.

6) Position a Washer (#41) on each Screw.
7) Apply thread locker to the screws, insert into the Battery Bracket and reinstall the Battery Bracket to the Body. **DO NOT OVER TIGHTEN SCREWS. TIGHTEN ONLY UNTIL SNUG.**
8) Reinstall the Battery Pack.