
AMP 173858-1 12-PIN CONNECTOR

MATING HARNESS CONNECTOR:
         AMP 173851
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NOTES:
1.  HOUSING MATERIAL:  NYLON 6/6, GLASS FILLED.
2.  POTTING MATERIAL:  2-PART EPOXY, BLACK
3.  OPERATING VOLTAGE RANGE:  10-16VDC
4.  OPERATING TEMP RANGE:   -40 +55C
5.  STORAGE TEMP RANGE:  -40 +85C
6.  WEIGHT:  6oz [.17kg]
7.  OUTPUT CURRENT RATING:
          PINS 1,2,4&5 = 16 AMPS
          PIN 3 = 3 AMPS
8.  OVER CURRENT TRIP POINT:  40 10AMPS
9.  INPUT SENSITIVITY:
          PIN 9:  > +7V
          PINS 10&11:  <0.5V
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LEFT AMBER1 =
LEFT RED2 =
STOP ARM (3A MAX LOAD)3 =
RIGHT RED4 =
RIGHT AMBER5 =
+BATT POWER6 =
+BATT POWER7 =
OVERRIDE POWER8 =
START SWITCH (+12V)9 =
SEQ. DOOR SW. (GND)10 =
NONSEQ. DOOR SW. (GND)11 =
FLASHER GROUND12 =
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Use with 12VDC Systems

16A Max continuous lamp load

Electronic Eight-Lamp
School Bus Flasher
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