METERING DIAL CONVERSION KIT
FOR STYLE 2950 EDUCTOR

To change a 95 GPM Akron Eductor from 1, 2, 3, 6% to 1/2, 1, 3, 6%.

INSTRUCTIONS

Disassembly
1. Remove metering dial/hose assembly from eductor at knurled swivel ring.
2. Remove retaining ring (Item #3) with small screw driver and discard.
3. Pull metering dial (Item #2) out from opposite side.

Assembly
1. Place O-Ring (Item #1) on metering dial (Item #2) as shown. Use O-Ring lube or Silicone grease.
2. Grease spring (Item #4) and ball (Item #5). Place spring then ball into hole in metering head.
3. Push metering dial (Item #2) into metering head against ball and spring.
4. Fit Truarc Retaining Ring (Piece 3) into groove while metering dial is fully in. (See Note*).

*NOTE: Place halves in groove with interlocks facing each other. Squeeze together with tips of snub nose pliers.

NOTE: This product is no longer in production. For service and repair, please contact Akron’s Customer Service at 800.228.1161 or 330.264.5678.
WARRANTY AND DISCLAIMER: We warrant Akron Brass products for a period of five (5) years after purchase against defects in materials or workmanship. Akron Brass will repair or replace product which fails to satisfy this warranty. Repair or replacement shall be at the discretion of Akron Brass. Products must be promptly returned to Akron Brass for warranty service. We will not be responsible for: wear and tear; any improper installation, use, maintenance or storage; negligence of the owner or user; repair or modification after delivery; damage; failure to follow our instructions or recommendations, or anything else beyond our control. WE MAKE NO WARRANTIES EXPRESS OR IMPLIED OTHER THAN THOSE INCLUDED IN THIS WARRANTY STATEMENT AND WE DISCLAIM ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE. Further, we will not be responsible for any consequential, incidental or indirect damages (including, but not limited to, any loss of profits) from any cause whatsoever. No person has authority to change the warranty.

ISO 9001 REGISTERED COMPANY

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>DESCRIPTION</th>
<th>PART NUMBER</th>
<th>QUANTITY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>O-Ring</td>
<td>7-57-001</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>Metering Dial &amp; Label</td>
<td>29500005</td>
<td>1</td>
</tr>
<tr>
<td>3</td>
<td>Truarc Retaining Ring</td>
<td>7-58-197</td>
<td>1</td>
</tr>
<tr>
<td>4</td>
<td>Spring</td>
<td>7-68-023</td>
<td>1</td>
</tr>
<tr>
<td>5</td>
<td>Ball</td>
<td>7-03-050</td>
<td>1</td>
</tr>
</tbody>
</table>