REVEL SCOUT™ MOUNTING BRACKET
INSTALLATION AND OPERATING INSTRUCTIONS

The following is intended to provide the basic instructions for installation, operation, and maintenance. Read and understand these operating instructions before use.
Product Warnings

**DANGER**
- Indicates a hazardous situation which, if not avoided, WILL result in death or serious injury.

**WARNING**
- Indicates a hazardous situation which, if not avoided, COULD result in death or serious injury.

**CAUTION**
- Indicates a potentially hazardous situation which, if not avoided, may result in minor or moderate injury.

**NOTICE**
- Addresses practices not related to personal injury.

**WARNING**
- Read and follow the operating instructions before use.
- Mounting fixture must be secured with high quality steel or stainless steel ¼ inch diameter bolts before use.
- Revel Scout™ must be secured in the mounting bracket with the supplied rubber strap.
- The Revel Scout™ mounting bracket meets NFPA 1901 equipment mounting requirements for driving or crew area when mounted in accordance with the Revel™ Scout operating instructions.

Installation

1. The Revel Scout™ mounting bracket can be mounted on a vertical or horizontal surface. The views below give acceptable and unacceptable mounting orientations which allow the mounting bracket to comply with NFPA 1901 and provide a safe environment in the crew area.

   - **VERTICAL MOUNT**
   - **VEHICLE FRONT** → **VEHICLE TOP**

   - **HORIZONTAL MOUNT**
   - **VEHICLE FRONT** → **VEHICLE TOP**

   - **INVERTED MOUNT—NO ORIENTATIONS PERMISSABLE**

2. Position the Revel Scout™ mounting bracket in the desired location to be sure it will fit without interference.
3. Once positioned use the bracket as a template to mark the four mounting holes on the underlying surface.
4. Remove the mounting bracket and drill the required holes for ¼” fasteners.
5. Position the mounting bracket over the drilled holes and fasten the mounting bracket in position with the appropriate fasteners.
6. Figure 1 provides overall dimensions of the mounting bracket and mounting hole locations as needed.
Operating Instructions

1. The Revel Scout™ light must be rotated to the full down position as shown below.
2. Remove one end of the rubber hold down strap and place the Revel Scout™ in the mounting bracket as shown below.
3. Wrap the rubber hold down strap around the foot as shown below and refasten the end of the strap to the mounting bracket.
4. The final mounting configuration is shown below.

Rubber hold down strap