## Trooper Bar ${ }^{\text {Tm }}$

The Trooper Bar is a truly multiple purpose utility bar. The unique gooseneck shaped design creates a high degree of leverage forcing your way through the obstruction. This maximizes prying force for quick entry.

50

## Trooper Bar

- Solid one piece construction
- Zinc-plated
- Gooseneck design
- Length: 26" (660 mm)
- Weight: 8 1/2 lbs. ( 3.9 kg )



## Hydrant Wrenches

- Adjustable to $1^{3 / 4 "}(44 \mathrm{~mm})$ pentagon or $1^{1 / 4 "}(32 \mathrm{~mm})$ square nut
- Plated for corrosion resistance
- Designed to prevent hydrant nut damage
- Spanner fits $21 / 2^{\prime \prime}(64 \mathrm{~mm})$ to $41 / 2^{\prime \prime}(114 \mathrm{~mm})$ rocker lug or pin lug couplings
- Replaceable brass inserts

15 Hydrant and Spanner Wrench

- Length: 19 1/2" (495 mm), weight: 5 lbs. ( 2.2 g )

17 Adjustable Hydrant Wrench

- Length: 18 5/8" ( 473 mm ), weight: $41 / 2 \mathrm{lbs}$. ( 2 kg )



## Spanner Wrenches

10 Universal Spanner Wrench
The all-purpose wrench for ${ }^{3} / 4^{4}(19 \mathrm{~mm})$ to $3^{\prime \prime}(76 \mathrm{~mm})$ rocker lug and pin lug couplings. Features a belt hook eye, hammer head and a gas cock shutoff.

- Akrolite"' construction
- Length: 11 1⁄2" (292 mm), weight: 8 oz. ( 227 g )

13 Folding Pocket Spanner
Fits all $3 / 4$ " $(19 \mathrm{~mm})$ to $3^{\prime \prime}(227 \mathrm{~g})$ rocker lug and pin lug couplings.

- Brass construction
- Length: 5 ¹/8" ( 130 mm ) (folded), weight: 8 oz . ( 227 g )

Folding Pocket Spanner
Fits all $3 / 4^{" ~}(119 \mathrm{~mm})$ to $3^{\prime \prime}(76 \mathrm{~mm})$ rocker lug and pin lug couplings.

- Akrolite construction
- Length: $5^{1 / 8 "}$ ( 130 mm ) (folded), weight: 4 oz . ( 113 g )


## Universal Suction Spanner Wrench



An all-purpose wrench for long handle, rocker lug, or pin lug couplings from $2^{1 / 2 "}$ to $6^{\prime \prime}$. Open end slips over long handles for additional leverage and claw fits rocker or pin lugs. The opposite end can be used as a pry or crowbar. Inverted "T" body construction for light weight and added strength.

- Plated steel
- Length: $18^{3} / 4^{\prime \prime}(476 \mathrm{~mm})$, weight: $3^{1 / 4} \mathrm{lbs}^{(1.5 \mathrm{~kg})}$


## Hole Type Spanner Wrench

For hole type, rocker lug and pin lug couplings. Plated for corrosion resistance. Specify either $3 / 4^{" ~}(19 \mathrm{~mm})-1^{" 1}(25 \mathrm{~mm})$ or $2^{1 / 2 "}(64 \mathrm{~mm})$ size.

- Plated steel construction
- Length: 7" (178 mm), weight: 12 oz. ( 340 g )

Fitzall Combination Spanner


Designed to fit rocker lug and pin lug couplings from ${ }^{3 / 4 " ~}(19 \mathrm{~mm})$ to $4^{\prime \prime}(102 \mathrm{~mm})$. Gas shutoff in handle.

- Akrolite construction
- Length: 10 1/4" (260 mm), weight: 8 oz. ( 227 g )
- NSN 5120-00-018-1519



## Aluminum Wrench Holders

Anodized Aluminum Dual Wrench Holder is designed so wrenches can be removed or replaced with one hand.

- Anodized aluminum for added durability
- 2 or 3 wrench options
- Designed so wrenches can be removed with one hand

4413 Wrench Holder
4423 Wrench Holder with (1) 15 \& (2) 46
4433 Wrench Holder with (1) 15 \& (2) 10
4462 Wrench Holder

- Size: $5^{\prime \prime}(127 \mathrm{~mm}) \times 11^{1 / 2 "}(292 \mathrm{~mm})$, weight: $1^{1 / 2}$ lbs. ( .68 kg )

4472 Wrench Holder with Wrenches

- Holder with (2) Style 46 wrenches

4482 Wrench Holder with Wrenches

- Holder with (2) Style 10 wrenches

4492 Wrench Holder with Wrenches

- Holder with (1) Style 10 and (1) Style 46 wrench


Style 443

## Nylon Wrench Holder/Sets

Impact resistant Nylon Wrench Holder is designed to hold either (2) Spanners or (2) Spanners and a Hydrant Wrench. Holders will withstand temperatures to $-40^{\circ} \mathrm{F}$ and have a 10 year guarantee against breakage.

## 3 Wrench Holder

- Size: $4^{1 / 21}$ " $(114 \mathrm{~mm}) \times 10$ " ( 254 mm ), weight: $10 \mathrm{oz} .(284 \mathrm{~g})$

24423 Wrench Holder with Wrenches

- Holder with (1) Style 15 and (2) Style 46 wrenches

2443 Wrench Holder with Wrenches

- Holder with (1) Style 15 and (2) Style 10 wrenches

24462 Wrench Holder

- Size: $4^{1 / 2 "}$ ( 114 mm ) x 7 1/2" ( 191 mm ), weight: 8 oz. ( 227 g )

24472 Wrench Holder with Wrenches

- Holder with (2) Style 46 wrenches

24482 Wrench Holder with Wrenches

- Holder with (2) Style 10 wrenches



## Tool Brackets

These heavy-duty Tool Brackets have covered jaws for securing various tools.
$393 / 4$ " - 1" Horizontal Tool Bracket

- Fits smaller tools and applicators with $3 / 4$ " to 1" O.D.
- Length: $3^{7 / 81}$ " $(98 \mathrm{~mm})$, weight: 4 oz . ( 118 ml )
- Fits Styles 15, 17, 19

11/2"-2 1/2" Horizontal Tool Bracket

- Designed for $11 / 2^{\prime \prime}$ and $21 / 2^{\prime \prime}$ applicators and other tools, such as axe handles, with a $11 / 8^{\prime \prime}$ to $13 / 4^{\prime \prime}$ O.D.
- Length: $4^{1 / 8 "}$ ( 105 mm ), weight: 4 oz. ( 118 ml )
- Fits Styles 1088, 2055, 2015, 2415, 2225

3/4" - 1" Vertical Tool Bracket

- Same as Style 39 except for vertical mount
- Length: 5 3/8" ( 137 mm ), weight: 4 oz . ( 118 ml )
- Fits Styles 15, 17, 19

1 $1 / 2^{\prime \prime}$ - $21 / 2^{\prime \prime}$ Vertical Tool Bracket

- Same as Style 40 except for vertical mount


Style 40

